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The Sercon Foodtech B.V. screw 
denester SD-02 is specially designed 
for flexible use within the convenient 
food production. No format parts 
are needed when changing the tray-
dimensions. A reliable tool with IP69 
proof components. 

Key features and benefits
High production performance
High autonomy
Flexible use
Robust, Stainless steel construction
Low energy consumption
IPC based control system
Sanitary / hygienic design using the latest HACCP 
method, suitable for the various standards  
(BRC, IFS, GMP, ISO etc.) 

Product capability
Flexible use
Cost reduction by adjustable width of the tray 
denester module by hand, no format parts needed.
Speed and other set-ups can be adjusted within 
minutes because of servo technology.

Tray dimensions
Length:  220 /558 mm (adjustable)
Width: 110 /400 mm (adjustable)
Height:  Adjustable

High production performance
150 product / min -> Start/Stop
Max 300 products / min -> Continuous
Maximum continuity with low production failure

High autonomy
2m Tray Buffer
Buffer can be customized
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Design
Modular
Sercon has developed various systems to work 
perfect in combination with each other system. This 
way the customer can combine the set-up of the line 
in short-time and adjust it to his needs.
Client specific design (Sercon uses Solid Works 3D).

Compact design / minimal foot print
Due to the modular design the systems can easily be 
configured towards customer demand, using minimal 
lay-out space.

Safety
Sanitary / hygienic design using the latest HACCP 
method, suitable for the various standards 
(BRC, IFS, GMP, ISO etc.).
Robust and stable construction (IP 69).
All Sercon machines carry CE certification.
 

Technical Information
System integration
Maximum integration possible in combination with 
different input and output signals / PLC / IPC systems 
or stand-alone.

Machine Dimensions and Weight
Length: ca 2000 mm
Width: ca 800 mm
Height: ca 1900 mm
Weight: ca 500 kg

Power Requirements
Electric: 3 x 400 V (N+E) or  
 240 V, 50 Hz
Power: 3 KW (max.)
Air: 8 Bar


